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8MP 40X Lighthunter IR Л √  PTZ Ҽ ᶉג 

IPC6858ER-X40-VF 

 

 ︣ ⅝ל

     

 ̆  (↔8MP, 1/1.8" CMOS ἡἌ Ợ)תḈּ╪ פֿ

 ᶉ╬ ᾅ ᵝ⁄Ἄ 3840×2160@30fps 

 Ultra 265, H.265, H.264, MJPEG 

ᾅ תּʺ3  ᵝ 

 40Ḥ ̛  שׂ 

 LightHunter ͙ ὥ╘ ♇ⱳҵ ˿⁄Ἄ ̆ ◑Ṓ ╙פֿ ѱѻ. 

 ᾅᵡ  IR, ҍ 250m(820ft) IR ˞ ᵙ 

 AC 24V±25%, DC 24V±25%, PoE++(IEEE802.3bt) 

 ῼ7 ז░ᴏ 2 ᴏ, ₡Ӱ₡ 1░ᴏ 1 ᴏ 

 IP66 ░ Ḣּת 
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Ợ‚ 

 IPC6858ER-X40-VF 

ᶉג 

ἡἌ 1/1.8", 8.0ᶉʺ ἢ, ᴛ͎ᴆᾎẄ ᾅ , CMOS 

ἵ ⱳҵ 
ựỮ: 0.005Lux(F1.35, AGC ︠ ) 

IR Ợ↔ ᾎ 0Lux 

─ʼ/‒ʼ ▫ҿ ᾅל ʺ ▓Ѥ IR- Ѿ (ICR) 

Ἠ  ▫ҿ/ὡҿ, 1  ~ 1/100000  

WDR Ӱּת  WDR 

S/N >56dB 

ᴈּנ 

ᴈּנ ┬  5.7 ~ 228mm, AF ▫ҿ ♩ ḓ ♣ҿ ׂש ᴈּנ 

Ӱּת  16 שׂ 

̛  40 שׂ 

ⱳᵙˌ ▫ҿ; F1.35 ~ F4.6 

ʻ(ὡ ) 58.4°~2.08° 

ʻ(ὡֹו) 1.3° ~ 36.8° 

ʻ(Ợʻ) 71.8° ~ 2.5° 

DORI 

DORI ˞ ᵙ 

ᴈּנ(mm) ˁּת(m) ̕ (m) ╬ᾏ(m) ᾏṊ(m) 

5.7 155.5(510.1ft) 62.2(204.0ft) 31.1(102.0ft) 15.5(51.0ft) 

228 4829.4(15844.5ft) 1931.8(6337.8ft) 965.9(3168.9ft) 482.9(1584.4ft) 

ⱳᶘ 

IR Ḹ─ IR ᴆ╬ּת ҍ 250m(820ft) 

◑ 850nm 

IR ︠/Ί︠ ᴞ ▫ҿ/ὡҿ 

ẋӰ₡ 

ẋӰ₡    Ultra 265, H.265, H.264, MJPEG 

ᴆ▐ ἶҵ 

ᶉ╬ ᾅ ᵝ: 8MP(3840×2160), ᴆ▐ ἶҵ ↕ἐ ᶛӥ⁄Ἄ ҍ 30fps, ᾅᵡ  ↕ἐ ᶛӥ⁄Ἄ ҍ 20fps; 

ἌẄ ᾅ ᵝ: 2MP(1920×1080), ҍ 30fps;  

ᾅ תּʺ3 ᵝ: D1(720×576), ҍ 30fps; 

ẋӰ₡ ẋ  ᴆ╪  128Kbps ~ 16Mbps 

U-Code ּת∟ 

ROI ҍ 8ˌ╥ ₅⁵ 

ẋӰ₡ ᾅ ᵝ 3ʺּת ᾅ ᵝ 

OSD ҍ 8ˌ╥ OSD 

ỢỸ  Ṓ  24ˌ╥ ₅⁵, ΅ᵡѻ ҍ 4ˌ╥ ₅⁵ 

╪Ḉּת 

╪  ḧ׳ᾅ ▫ҿ/‒Ω/ḈἝⱳ♬/Ϯ ᵊ ע /○͟/▫ҿ 2 

Ӱּת  Я╪ּנ Ⱡ˞ 2D/3D DNR 

Ӛ͙︡ ♬Ữ/ὡֹו ҍ /ὡ  ҍ /180° 

EIS ּת∟ 

HLC ּת∟ 
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BLC ּת∟ 

Όˌ Ṓ♬ ̛  Όˌ Ṓ♬ ḓ Ӱּת  Όˌ Ṓ♬ 

╪ḿ  

͙ṕ ˁּת ᶛἪ ˁּת, ἵᵙ ˁּת, Ṩ♬ⱳ▬ ῼז 

▀ḙ ͙ѫ 
√ ᵡ , IP לἵ ᵠ, ῼז ░ᴏ, ῼז ᴏ,  Ἕᾅ ♬ , ARP Ṓ , RTSP ╬ּש,  

Ợ↔▫ ╬ּש 

₡Ӱ₡ 

₡Ӱ₡    G.711U, G.711A 

₡Ӱ₡ ẋ ᴆ╪  64Kbps 

‚Ḣ  ₡Ӱ₡ ּת∟ 

•Ⱡ ּת∟ 

Ỵ ᵠ ᴆ╪  8kHz 

♇◑ ◑  

ΩṨ ♇◑◑  ᵡ╪ ᴛ SD, ҍ 256GB 

Л √  ♇◑ ◑  ANR, NAS(NFS) 

Л √  

ᴛ  
IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, PPPoE, RTP, RTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP, HTTP, HTTPS, SMTP, 802.1x, 

SNMP, QoS, RTMP, SSL/TLS 

Ἓ ONVIF ( ᴛ  S, ᴛ  G, ᴛ  T), API, SDK 

Ợ↔▫/ ᾅ  ҍ 32ᶘ╥ Ợ↔▫. ӎ ʺּת Ợ↔▫ ὡר: ̕ᵙ▫ ḓ ▀ḙ Ợ↔▫ 

ṒΌ 
   Ṓ , ˆᴏ    , HTTPS   , ϿṒϿ͙ ▬‰ ᴛ͎, RTSP↔ ͙ṕ ḓ ѻ╪Ⱡᾅ  ↔HTTP ,שּ╬ 

ѻ╪Ⱡᾅ TLS 1.2, WSSE ḓ ONVIF↔ ѻ╪Ⱡᾅ ,שּ╬   שּ╬ 

…╪ג  

EZStation  

EZLive 

EZView 

⌠ Ẅ͎ױ ♇↕ג╬ ὡ ג╪Ẅ Ṿ: IE9+, Chrome 41 ╪ , Firefox 52 ╪  

 ḓ  

 Ḹ─ 360°(ʃ ) 

 ἶҵ 
0.1°/  ~ 180°/  

ᵙἥ ἶҵ: 300°/s 

 Ḹ─ -15° ~ 90°(▫ҿ ᵙḲᾅ) 

 ἶҵ 
0.1°/  ~ 180°/  

ᵙἥ ἶҵ: 240°/s 

ᵙἥ ˌὡ 1024 

ᵙἥ ᴞ ᴞ 16ˌ, ᴞᵡѻ ҍ 64ˌ ᵙἥ 

ᴴ  ᴞ ᴞ 16ˌ, ᴞᵡѻ ҍ 32ˌ╥ ҿ 

♇◑ӈ ᴞ ᴞ 16ˌ, ᴞᵡѻ ҍ 128ˌ╥ ҿ 

ᴞ ◓ ᾎʼ 15 ~1,800  

ᵙἥ ╪Ḉּתּ ♬̆ ת∟ 

͙ ─  ∟תּ 

╬ ╪ᾅ 

₡Ӱ₡ I/O 1/1 

ῼז I/O 7/2 

ᾎᵙ‬  1×RS485 

Ͽ◑ ᵡ╪  N/A 
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Ͽ◑ ᾅ  N/A 

WIFI N/A 

Л √  1×RJ45 10M/100M ḽ╪ᾅ-TX ╪җС 

ẋӰ₡ ᴏ N/A 

 שּ╬

EMC 

FCC CFR 47 15 

EN 55032:2015 

EN 55024:2010 

EN 61000-3-2:2014 

EN 61000-3-3-2013 

Ό♣Ἓ 

IEC 62368-1 

EN 62368-1 

UL 60950-1 

˿ CE-ROHS (2011/65/EU;(EU)2015/863); WEEE (2012/19/EU); REACH (͋♬ (EC) Ⱡ 1907 /2006) 

▀ḙ 

♣∟ 
AC 24V±25%, DC 24V±25%, PoE ++(IEEE 802.3bt) 

ἵẋ♣ᴏ: ҍ 61W 

♣∟ ╬ ╪ᾅ Ї   Ѿ▫ ┬ἐ ⁷˺ 

͙(Ø ×H) Φ270×497mm(Φ10.6"×19.6") 

ᶴ˭ 9.69kg(21.36lb) 

▬‰ ˿ ⱳˠ -40°C ~ 70°C(-40°F ~ 158°F), ᾋҵ: ≤95% RH(ẋ╞ ) 

Ṓ̕ ˿ -40°C ~ 70°C(-40°F ~ 158°F), ᾋҵ: ≤95% RH(ẋ╞ ) 

Ἄּת Ṓ  6KV 

͙  Ḳ  ∟תּ 

Ṓ  
IP Ӯ͕: IP66 

Ἰ Ḣּת: N/A 
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͙ 

 

 ἝἌᵙ 

TR-UF45-A-IN TR-SE45-A-IN TR-SE45-IN TR-CE45-IN TR-JB12-IN 

 

 
 

 
 

TR-WE45-A-IN TR-WE45-B-IN TR-UP08-A/B-IN TR-UC08-A/B-IN  

    

 

 

 

G1 1/2 ᾂ ᴱ 
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J▫ Ẅג (ᾒϿ Ợ↔) ṈṨ ( Ў) Ẅג  

TR-UF45-A-IN + TR-SE45-A-IN/TR-SE45-IN; 

TR-CE45-IN; 

TR-WE45-A-IN + TR-JB12-IN + TR-UC08-A/B-IN;  

TR-WE45-B-IN; 

 

 

 

 

 

 ᵡ⇔  /  

TR-WE45-A-IN + TR-JB12-IN + TR-UP08-A/B-IN /  

 

 
 

/  
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